Environmental Protection Agency

(i) AIll notifications submitted to
comply with this subpart and all docu-
mentation supporting any notification.

(if) Maintenance conducted on the
engine.

(iii) If the stationary CIl internal
combustion is a certified engine, docu-
mentation from the manufacturer that
the engine is certified to meet the
emission standards.

(iv) If the stationary CI internal com-
bustion is not a certified engine, docu-
mentation that the engine meets the
emission standards.

(b) If the stationary CI internal com-
bustion engine is an emergency sta-
tionary internal combustion engine,
the owner or operator is not required
to submit an initial notification. Start-
ing with the model years in table 5 to
this subpart, if the emergency engine
does not meet the standards applicable
to non-emergency engines in the appli-
cable model year, the owner or oper-
ator must keep records of the oper-
ation of the engine in emergency and
non-emergency service that are re-
corded through the non-resettable hour
meter. The owner must record the time
of operation of the engine and the rea-
son the engine was in operation during
that time.

(c) If the stationary CI internal com-
bustion engine is equipped with a diesel
particulate filter, the owner or oper-
ator must keep records of any correc-
tive action taken after the
backpressure monitor has notified the
owner or operator that the high
backpressure limit of the engine is ap-
proached.

SPECIAL REQUIREMENTS

§60.4215 What requirements must I
meet for engines used in Guam,
American Samoa, or the Common-
wealth of the Northern Mariana Is-
lands?

(a) Stationary CI ICE that are used
in Guam, American Samoa, or the
Commonwealth of the Northern Mar-
iana Islands are required to meet the
applicable emission standards in
§60.4205. Non-emergency stationary CI
ICE with a displacement of greater
than or equal to 30 liters per cylinder,
must meet the applicable emission
standards in §60.4204(c).

§60.4217

(b) Stationary CI ICE that are used
in Guam, American Samoa, or the
Commonwealth of the Northern Mar-
iana Islands are not required to meet
the fuel requirements in §60.4207.

§60.4216 What requirements must I
meet for engines used in Alaska?

(a) Prior to December 1, 2010, owners
and operators of stationary Cl engines
located in areas of Alaska not acces-
sible by the Federal Aid Highway Sys-
tem should refer to 40 CFR part 69 to
determine the diesel fuel requirements
applicable to such engines.

(b) The Governor of Alaska may sub-
mit for EPA approval, by no later than
January 11, 2008, an alternative plan
for implementing the requirements of
40 CFR part 60, subpart 1111, for public-
sector electrical utilities located in
rural areas of Alaska not accessible by
the Federal Aid Highway System. This
alternative plan must be based on the
requirements of section 111 of the
Clean Air Act including any increased
risks to human health and the environ-
ment and must also be based on the
unique circumstances related to re-
mote power generation, climatic condi-
tions, and serious economic impacts re-
sulting from implementation of 40 CFR
part 60, subpart Illl. If EPA approves
by rulemaking process an alternative
plan, the provisions as approved by
EPA under that plan shall apply to the
diesel engines used in new stationary
internal combustion engines subject to
this paragraph.

§60.4217 What emission standards
must I meet if I am an owner or op-
erator of a stationary internal com-
bustion engine using special fuels?

(@) Owners and operators of sta-
tionary Cl ICE that do not use diesel
fuel, or who have been given authority
by the Administrator under §60.4207(d)
of this subpart to use fuels that do not
meet the fuel requirements of para-
graphs (a) and (b) of §60.4207, may peti-
tion the Administrator for approval of
alternative emission standards, if they
can demonstrate that they use a fuel
that is not the fuel on which the manu-
facturer of the engine certified the en-
gine and that the engine cannot meet
the applicable standards required in
§60.4202 or §60.4203 using such fuels.
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§60.4218

(b) [Reserved]
GENERAL PROVISIONS

§60.4218 What parts of the General
Provisions apply to me?
Table 8 to this subpart shows which
parts of the General Provisions in
§§60.1 through 60.19 apply to you.

DEFINITIONS

§60.4219 What definitions apply to this
subpart?

As used in this subpart, all terms not
defined herein shall have the meaning
given them in the CAA and in subpart
A of this part.

Combustion turbine means all equip-
ment, including but not limited to the
turbine, the fuel, air, lubrication and
exhaust gas systems, control systems
(except emissions control equipment),
and any ancillary components and sub-
components comprising any simple
cycle combustion turbine, any regen-
erative/recuperative cycle combustion
turbine, the combustion turbine por-
tion of any cogeneration cycle combus-
tion system, or the combustion turbine
portion of any combined cycle steam/
electric generating system.

Compression ignition means relating
to a type of stationary internal com-
bustion engine that is not a spark igni-
tion engine.

Diesel fuel means any liquid obtained
from the distillation of petroleum with
a boiling point of approximately 150 to
360 degrees Celsius. One commonly
used form is number 2 distillate oil.

Diesel particulate filter means an emis-
sion control technology that reduces
PM emissions by trapping the particles
in a flow filter substrate and periodi-
cally removes the collected particles
by either physical action or by oxi-
dizing (burning off) the particles in a
process called regeneration.

Emergency stationary internal combus-
tion engine means any stationary inter-
nal combustion engine whose operation
is limited to emergency situations and
required testing and maintenance. Ex-
amples include stationary ICE used to
produce power for critical networks or
equipment (including power supplied to
portions of a facility) when electric
power from the local utility (or the
normal power source, if the facility

40 CFR Ch. | (7-1-07 Edition)

runs on its own power production) is
interrupted, or stationary ICE used to
pump water in the case of fire or flood,
etc. Stationary Cl ICE used to supply
power to an electric grid or that supply
power as part of a financial arrange-
ment with another entity are not con-
sidered to be emergency engines.

Engine manufacturer means the manu-
facturer of the engine. See the defini-
tion of ““manufacturer’ in this section.

Fire pump engine means an emergency
stationary internal combustion engine
certified to NFPA requirements that is
used to provide power to pump water
for fire suppression or protection.

Manufacturer has the meaning given
in section 216(1) of the Act. In general,
this term includes any person who
manufactures a stationary engine for
sale in the United States or otherwise
introduces a new stationary engine
into commerce in the United States.
This includes importers who import
stationary engines for sale or resale.

Maximum engine power means max-
imum engine power as defined in 40
CFR 1039.801.

Model year means either:

(1) The calendar year in which the
engine was originally produced, or

(2) The annual new model production
period of the engine manufacturer if it
is different than the calendar year.
This must include January 1 of the cal-
endar year for which the model year is
named. It may not begin before Janu-
ary 2 of the previous calendar year and
it must end by December 31 of the
named calendar year. For an engine
that is converted to a stationary en-
gine after being placed into service as a
nonroad or other non-stationary en-
gine, model year means the calendar
year or new model production period in
which the engine was originally pro-
duced.

Other internal combustion engine
means any internal combustion engine,
except combustion turbines, which is
not a reciprocating internal combus-
tion engine or rotary internal combus-
tion engine.

Reciprocating internal combustion en-
gine means any internal combustion
engine which uses reciprocating mo-
tion to convert heat energy into me-
chanical work.
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